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Omega Lift has been designing and manufacturing
all-terrain lift trucks for a wide range of material handling
applications for over 25 years enabling us to be at the
forefront of lift truck design.




4DMVL Series

2750 kg - 10000 kg load capacity | 3,6 - 7,3 m lift height

The 4D MultiLoader (4DML) Series is a four way, all-wheel drive, all-wheel steer and all-wheel brake
truck that is offered in capacities from 2750 to 10000 kg and lift heights from 3,6 to 7,3 m. It undertakes
the duties of aisle truck, traditional forklift and sideloader. Equipment features include a hydrostatic

drive system, a torsion resistant frame consisting of up to 203 mm thick steel plate and a ergonomically
designed operator's compartment. Spreader carriages are offered up to 9,1 m with outer fixed forks.
Guide rollers can be added for specialty applications. The 4DML is an ideal series for handling long or
normal loads that have to go from inside or outside, on to or off of racks and narrow aisles and doorways.

Capacity @ 610 mm load centre (kg) | L | 3000 4000 4500 5000 5500 6000 8000 9000 10000
Standard Mast Lift Height (mm) | A | 3658 3658 3658 3658 3658 3658 3658 3658 3658
Height mast closed (mm) B| 2921 2921 2921 2921 3048 3048 3099 3100 3100
Maximum (mast raised) (mm) | C | 4724 4724 4724 4724 4877 4877 4877 4725 4725
Overal length (1200 mm platform) | D | 2507 2507 2507 2507 2545 2545 | 2922Y1500P | 3074 3074
Mast travel (mm) E| 1200 1200 1200 1200 1200 1200 1500 1575 1575
Ground clearance under frame (mm) | F 203 203 203 203 279 279 305 203 203
Ground to wheelbase cenfre (nm) | G 229 229 229 229 292 292 292 152 152
Height to overhead guard (mm) | H | 2591 2591 2591 2591 2743 2743 2743 2745 2745
Width (mm) 1| 2223 2223 2223 2223 2350 2642 2794 2795 2795
Qutside spread of fork arms (mm) 1219 1219 1219 1219 1219 1219 1473 1473 1473
Track front J 1880 1880 1880 1880 2007 2286 2438 2490 2490
Frame opening K| 1397 1397 1397 1397 1397 1651 1651 1650 1650
Wheel base M| 2045 2045 2045 2045 1981 1981 2388 2535 2535
Approach angle o 45° 45° 45° 45° 45° 45° 457 45° 45°
Ramp angle P 30° 30° 30° 30° 30° 30° 30° 30° 30°
Departure angle Q 45° 45° 45° 45° 45° 45° 45° 45" 45"
Unladen weight (kg) 5500 6300 6577 7250 7938 8754 11567 18800 | 19900
Maximum ground speed 16 km/h | 16 km/h | 16 km/h | 16 km/h | 16 km/h | 16 km/h | 16 km/h | 16 km/h | 16 km/h
Gradeability 20% 20% 20% 20% 20% 20% 15% 15% 15%
DiesellLPG/Gas engine various | various | various | various | various | various | various | various | various
Fork section 50 mm — 64 mm 152 x 152x 152% 152x 152x 152x 152x | 64x203 | 64 %203
1168 1168 1168 1168 1168 1168 1473 x1500 | x 1500
Front tire OD/Width (mm x mm) 457203 | 457x203 | 457 x203 | 457x203 | 584 %229 | 584229 | 584x 254 | 559x305 | 559x 305
Rear tire ODWidth (mm x mm) 686X 254 | 686x 254 | 696x 254 | 686X 254 | 813x203 | 813x203 | 813x305 | 838x356 | 838x356
Forward tilt R 5° 5° 5° 5° 5° 5" 5° 5° 5°
Backward tilt S 5° 5" 5° 5* 5° 5° 5° 58 =
Minimum outside radius (mm) | T | 2515 2515 2515 2515 2565 2743 2997 3074 3074
Platform height (mm) U| 610 610 610 610 711 711 711 711 711
*1500 mm platform Specifications subject to change without notice
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Load Charts (Load centre refers to measurement’L'in above diagram)
7315 998 726 499 340 227
3T 5486 1678 1361 1179 998 907
3658 3000 2404 2177 2041 1905
7315 1491 1044 745 497 298
4T 5486 2485 2038 1740 1491 1292
3658 4000 3530 3231 2983 2783
7315 1814 1270 907 590 363
4.5T 5486 2722 2177 1860 1633 1361
3658 4500 3992 3674 3402 3175
7315 2050 1402 1023 667 407
5T 5486 3030 2439 2098 1840 1521
3658 5000 4464 4135 3828 3544
7315 2268 1588 1134 753 453
5.5T 5486 3629 2976 2540 2177 1887
3658 5500 4831 4423 4082 3810
7315 2583 1804 1288 858 517
6T 5486 4288 3522 3003 2575 2239
3658 6000 5319 4848 4505 4210

CONTACT FACTORY FOR 8T, 5T AND 10T DATA
Maximum stacking capacity on a horizontal level surface; load ratings comply with ASME/ANSI B56.1 b - 2005; Safety Standards for low lift and high lift trucks






