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[ ARM-XL Series

Omega Lift has been designing and manufacturing
all-terrain lift trucks for a wide range of material handling
applications for over 30 years enabling us to be at the
forefront of lift truck design.
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STANDARD EQUIPMENT

Engine

« Perkins diesel engine
« Emissions compliant
« Glow Plugs

Transmission

« Power shift transmission /
Hydrostatic Transmission

» Transmission oil cooler

Axles/Brakes

« Planetary 4-wheel drive

+ 3 steering modes
(4-wheel, crab, 2-wheel)

« Enclosed, wet disc brakes

« Oscillating rear axle

« Hydraulic powered brakes
with accumulator

« Internal spring applied hydraulic
release park brake

Operator Compartment

« Open FOPS/ROPS

- Tiltable and telescopic
steering column

« Rubber isolated cab mount

« Roof glass

« Joystick for all boom functions
with safety switch

«low profile mechanical seat with

lumbar adjustment and retractable

seat belt
« Grab handles and cab step

« 2speedfan
+ Glove box
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Instrumentation

- Full backlit gauge cluster including; ~ « 2-stage air cleaner
fuel, water temperature, engine « Horn and back-up alarm
oil pressure, AMP meter. - Tie down provisions

« Indicator lights including; low
battery, low oil pressure, high water
temperature, high transmission oil
temperature, glow plugs, park brake

Boom/Carriage

« Reinforced steel box boom design
+ Replaceable GMS wear pads

+ Boom angle indicator

« Premium boom chain

« Sealed, hardened chain pulleys

» Quick-attach shaft carriage

« Shaft forks

Electrical

« 12Volt negative ground system
+ 970 CCA battery

« 65 Amp alternator

« Labeled fuse panel

Additional Features

« Solid steel frame construction

« Steel hydraulic and fuel tanks

« Over center lock valves on cylinders

« Frame levelling

« 4 axle-mounted fenders

« Lockable fuel, hydraulic, engine
hood and battery compartment

« Front head light

« Rear flashers
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ARM-XL Series

5500 kg - 14000 kg load capacity

9,7 m - 12,8 lift height

This versatile telescopic handler can be used for many
applications. A powerful powertrain, proportional
hydraulic controls and a solid steel frame are just a
few standard features. There are a wide variety of
attachments also available for the ARM-XL Series.
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SPECIFICATION

Capacity @ 610mm load centre {kg) 5500 7500 9000 9000 14000
Engine: Manufacturer and Model 1104D-E44TA 1106D-E66TA

Engine: Power @ 2200 rpm 139 HP 174 HP

Transmission Powershift Hydrostatic with Gearbox

Drive Planetary 4-wheel drive

Steering 3-Modes: 4-wheel steer, 2-wheel steer & crab steer

Tire size 17.5%25- 16PLY Ny
Ground Clearance (mm) A 457 508

Wheelbase (mm) B 3124 3200 3733 3810
Overall length to carriage (mm) C 6400 7010 6400 6477
Height to top of cab (mm) D 2921 2921 3048
Max. lift height (mm) E 9753 16764 9753 9753 12801 9753
Max. forward reach (mm) F 5715 12928 5715 8686 5715
Max. vertical reach below grade (mm) | G 406 1676 304

Maximum boom angle 73° 70° 66°

Overall width (mm) 2514 2540 2438 2997
Turning radius (mm) 4953 5105 5207 7112
Travel speed 27 km/h 35 km/h 35km/h 35 km/h 32 km/h 32km/h
Shipping weight (kg) 15149 18098 16692 18824 19277 29484

Specifications subject to change without notice







