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nMEGA

STANDARD EQUIPMENT
Engine - Grab handles and cab step - Front work lights
- Perkins diesel engine - 2 speed fan - Rear flashers
» Emissions compliant etiatentation - 2-stage air cleaner
- Glow Plugs 3 : - Horn and back-up alarm
- Full gauge cluster including; fuel . Tie down provisions
Transmission level, water temperature, engine
- Power shift transmission— oil pressure, AM_P metgr. OPTIONAL EQUIPMENT
3 speeds forward/ 3 reverse - Indicator lights including; low « Various engine options
» Electric column shifter with battery, low oil pressure, high water ., Bjock heater with extension cord
torque converter temperature, high transmission oil . Enclosed all-weather cab
. Transnll(is;io'r(\ disconnect temperature, park brake - Air Conditioning
on park brake - AM/FM CD sound system
i . Mast/Carriage il
- Transmission oil cooler « I-beam roller bearing mast i Lightlng package
Axles/Brakes - Clear View design + Mirror package
- Planetary 4-wheel drive - Premium mast chain + Premium "fgat‘a"'ca'
- 3 steering modes « Hardened chain pulleys suspension .
(4wwheel?crab, 2-wheel) - Sealed, maintenance-free + Customizable mast, carriage and forks
- Enclosed, wet disc brakes roller bearings 5 Mmtsudeshift
- Oscillating rear axle - Shaft Carriage - Fork positioning
- Limited slip differential (rear axle) - Shaft Forks + Light material bucket
- Hydraulic powered brakes Electrical : gapple '
VAL ScCINTIOr 12V negative ground system : E)aemalre e WS:?.CD
- Internal spring applied hydraulic ‘ Labeleegmses 3vu th hokiSYSter - “:aant\ielam display
release park brake (SAHR) 5 - Foam-filled tires
+ 970 CCA battery - Cold weather packages
Operator Compartment » 65 AMP alternator « Tire Sealant
- Open FOPS - Tire options
TR oV Agcﬂgzge:: If:r:an':;':i:nstruction = 24V Hlectrical System
steering column < e el - Air intake pre-cleaner
- Low profile mechanical suspension § Steel hvd I'g d fuel tanks
seat with lumbar adjustment and Sl T O
rotractable seat bolt - Lockable fuel, hydraulic, engine
hood and battery compartment

1.905.857.6456 | www.omegalift.net




MEGA Series

3650 - 9100 kg load capacity
4,57 - 6,1 m lift height
The powerful MEGA Series covers many applications

from lumber and steel to general heavy lifting, and
can handle loads up to 9100 kg. Capable of extended
load centers, it features a strong frame and mast
design to handle extra heavy loads. The MEGA Series
is the solution for unique and heavy loads.

SPECIFICATION __Rei_GNS | 1OMS _124S  14Ws  foMs  1aMS  20MS

Lift Capacity @ 610mm load centre (kg) 3650 4550 5450 6350 7300 8200 9100

Overall length (without forks) (mm) A | 4267 4267 4546 4546 4915 5334 5334

Overall width (mm) 2515

Wheelbase (mm) B 231 2311 2565 2565 2921 2921 2921

Height to top of overhead guard® (mm) C 2845 2845 2845 2845 2845 2972 2972

Closed height standard mast {(mm) D 3556 3556 3556 3556 3099 3251 3251

Height standard full mast tilt (mm) E 3226 3226 3226 3226 2845 2997 2997

Ground clearance (mm) F 381

Maximum lift height (std. mast) (mm) 4572 4572 4572 4572 3658 3658 3658

Qutside turning radius (mm) 4445 4445 4699 4699 5486 6071 6071

Drive 4-wheel drive

Steering ———  4-wheel steer/2-wheel steer/ Crab Steer

Mast clearance (mm) 292 292 292 292 292 267 267

Mast tilt - forward G 25°

Mast tilt - rear H 15°

Mast side shift - optional +/-76 mm

Travel speed unladen - forward 27 km/h

Gradeability 40%

Tire size E2/12A 15.5%25-12ply . SEESL?%W

Engine Manufacturer and model Perkins 1104D-44T Turbo Diesel

Cylinders 4 Cylinders

Horsepower 74.5 kW (99 HP) @ 2400 rpm

Transmission Powershift—3 speed-forward / 3 speed reverse

Shipping weight (kg) 9547 10065 10796 11975 12428 13971 14780
*including light beacon Manufacturers specifications subject to change without natice
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