Wireless Underwater
Communications
Military * Publie Safety

Commercial * Submersible
Technical * Aquarium



DIVIELINK

Features

No manual controls, 100% automatic
Automatic gain and squelch
Unsurpassed clarity

Custom microchip engineering and
superior circuitry

True Voice Activation (VOX) - not
noise activated

Microphones floodable to 250ft
Compatible with any full face mask
Mask integrated, shoulder mounted,
and belt mounted designs

Halfmask unit that incorporates divers
own second stage and mask

Options

. Energy Management battery system
that controls power usage and shows
charge state with LED display

. Power options up to 85 watts

. Video system that allows audio to
record real time onto video tape




Underwater
Communications

« Designated Military / Public
Safety frequency

. Whisper Mode—diver controlled
limitation of signal that allows dive
teams to swim undetected

. 1,2,3,4 and 8 channels available
Small, easy to use listen only explorer
model great for training and
covert operations

Custom Applications

. Surface Relay system interfaces
surface RF and GPS with wireless
throughwater communications, ideal
for SDV’'s and dive teams.

SDV / Intercom systems with
integrated hardwire and wireless
options with underwater

mateable plugs

Aquarium systems compatible with
existing public address system




Full Face Mask

Configurations

Divelink makes underwater communications for all types of
full face masks. Mounting configurations include head (shown
here), shoulder and beltpack. 1 or 2 channels are available
for head and shoulder mounts, 1-8 channels for beltpacks.

Kirby Morgan 48 SuperMask

® Removable pod for alternate air access
while the mask remains sealed around
the eyes and nose.

Kirby Morgan second stage included
Flow Control for demand and positive
Rebreather pod available

US Navy Approved

ScubaPra Full Face Mask

® Comfortable with a universal fit
® High quality spider straps

® Usable with any second stage

® Affordable

Drager Panorama Nova
®  Good field of vision

Breathing gill included

Rebreather compatible

®
®  Snap in ports

»

®  Welding shield available




Interspiro AGA

®  Good visibility

® Second stage included

® Positive, demand pressure available
@

Waterproof microphone encased in
stainless steel jacket

Mantis Full Face Mask

®  Very low-profile, feels like a
regular half-mask

®  Good field of vision
High-grade, clear silicone
Smaller skirt provides more
universal fit

® Excellent for Aquarium shows and
sport diving

Paseidon Atmosphere

Jetstream regulator US Navy Approved
1 or 2 channels available

Incredible field of vision

Demand or positive pressure

Waterproof caged microphone

Heavy duty strap system

Ocean Reef
®  Good field of vision
® Second stage included

¢  Popular with sport divers




Surface Unit Options

Divelink’s surface units provide versatility for whatever the
application. 1 or 2 channels and cell phone option are available
for headset unit and shoulder mounts. 1-8 channels available
for Communication Box and beltpack Surface Conversion Kit.

COM-SOIR Surface Unit

® Most compact and portable surface
unit in the world

® ] or 2 channels available

® Line out jacks for audio recording
and external speaker use

® Push To Talk to eliminate unwanted

transmissions and reduce back-
ground surface noise.

®  Cell phone interface allows diver to
communicate anywhere in world

Communication Box

1,2,3,4 and 8 channels available
Up to 18 watts peak output

Up to 10,000 ft. range

Comes in watertight pelican case
Built in external speaker
Rechargeable or alkaline batteries

Line out for recording

Surface Conversion Kit

®  Converts beltpack units into surface
unit (beltpack not included)

® Comes with transducer cable, headset
and boom microphone

® Range and channels determined by
beltpack type.




Beltpacks

Divelink’s beltpacks come with Ear / Microphone assembly,
bone conduction earphone, battery and charger. 1-8 channels
available and 1-4 channels with Whisper Mode capabilities
(diver controlled range limitation).

Beltpack Unit - shown here with the
ear / microphone assembly

Beltpack Unit - Top View

Beltpack does not have to be opened to
be charged

Up to 18 watts peak output
Range from 1000 to 10,000 ft.
Waterproof microphone

Bone conduction earphones

Whisper Mode capabilities

High quality underwater
mateable connectors

Gas gauge LED display to show
charge state

Diver Recall

Quality waterproof case

Voice, horn and siren

Tones travel 4500ft, voice up to 10001t
High quality hydrophone

Batteries, charger, hydrophone and
handset included







