CE94CRS Concrete Cutting Chainsaw Specifications “NEXT GENERATION TECHNOLOGY"
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FIRE RESCUE SAWS

Far CEQACRS/ 12" - CEB4CRS/14" and CE9ACRS/16”

Engine TYPe s 2-Stroke, Ai-Cooled
Displacement .. 5.7 cu-in (94cc)
Horsepower .......... 6.4 hp (4.8kW) @ 9000 rpm
o] (o[ V- A 50.4 inlbs (5.7 Nm) @ 7,200 rpm
Engine Speed ........ 9,300 +/- 150 rpm (max)

2,700 4/~ 100 rpm (idle)

\
Spark Plug .....co..... NGK BPMR7A or Champion RCJBY

Electrode gap 0.020in (0.5 mm) R ) %
Weight ..o 22.25 Ibs (10.1 kg) Powerhead only ) conc rete

Dimensions ... 18in (46 cm) length p -

14in (36 cm) height o Thi c tt

13in (33,02 cm) width oo s u I“g
YT T T —— Water Resistant Polyester Seeitin

Carburetor Walbro RXJ6A, Throttle Shaft Sealed Action! | 1| | Ch a i nsaw

Starter Dust and water resistant
Ignition ....e.eeeeseen: Momentary contact On/Off switch
011111 ) [ Centrifugal, Three Shoes, Three Springs
Water and Concrete Slurry Sealed
Fuel Ratio .ueuens 100:1 Cutters Edge Synthetic 2-cycle Oil
Or 25:1 Petroleum Based 2-cycle Ol
Fuel Capacity ......... 0.26 Gallon ( 1 Liter)
Water Supply ....... CE7COI- 50 psi {345 bar] ... GCP- 20 psi {15 bar]
Water Flow ............ Minimum 2.5 gpm (7.5 liters/min)
Noise Level ........... 106 dB(A) at 3ft(1 m)

Vibration Level ...... 3.9 m/s (front handle

4.1 m/s {rear handle)
Diamond Chain ..... Avallablewith 7COI Diamond Chain or GCP SealPRO#Diamond Chain
Available Bar

Lengths vsemsmens 12-inch (30,48 cm) Yy A ,
14vinch (36,56 cm) m
164nch (40,64 cm) AniS03001 Certied Cempany -

FIRE RESCUE SAWS
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FIRE RESCUE SA?WS are EPA compliant, UL, CE and ANS! approved

WATER PROTECTIVE AIR NTAKE —_
The new X TORQ® technology utilizes Dual Intakes that splitthe airflow into one fresh-airstream and one clearvair stream for
'the fuel-alr_ mixture, The fresh-air intake forms a_barrlerthatdelaysthefrgsh fuel mix fr_orn enteringthe _englnewhlle assisting DHANDLE WITH EXTRA LARGE _—
in exhausting the burned gases. Then the fuel-air mixture enters the engine, resulting in more power, higher torque, 75%
less emissions and 20% more fuel economy than conventional 2-stroke engines. OPENIG FOR GLOVES
The CEQICRS Gasolne-powered Concrete Cutting Chainsaw is Lighter Weigftt, hias more Torque and Curts Reinforced
Concrete up to 16-nches thick. Unlike hydraulic saws, no heavy, hulky power pack is needed and there are no hydraulic lines
to get in theway And, unlike rotary saws, there is no concrete dust produced and it can cut material more than twice as thick. MOMENTARY ON/OFF CONTACT SWITCH ¥ :
Justone singlewater‘linewith onlya 2.5 gpm flow (9 litgrs/m@n)at 20 pgitj 5 bar) i§ needed to cooland lubricate the chainand The momentary OnjOff switch is atways inthe i CHOKE
prevent concrete cutting dust. A garden hose from a residential hose hib is allthat is needed but "Ont position for reliable stating and o elimirate the
weater can be supplied from any water source: including a purmper, tender, hydrant, passibilty of flooding.
standpipe, the ocean, a kke, stream or evena puddle
or bucket of water
Wi also offera 23-piece Concrete Sawing Kit that includes a lightweight water pump, hoses, adapters and ;ﬁlgsl;gggw
evergthing needed to purmp water from any source. The CE94CRS cutsa wide range of materials; including MUFFLER EXHAUST PORT COVER ' (
reinforced concrete {rebar), rasanry brick, concrete block, natural stone The Muffler Extaust Port Caver prevents \ ;
and ahrasive cancrete. A pawerful 5.7 cu Inch (94ce) engine water fram entering the engine through FUEL LEVEL INDICATOR
engineered spectically for concrete cutting withan advanced the muffler

; WALIWALKER®

crankshaft sealing design, sealed throttle shaft, waterproof
ignitionanda special air fitration systerm are just some of the
"WEXT GENERATION TECHNOLOGY" features that allow this
new interral combustion engine to operate at peak
perforrance in the wet, rescue concrete

cutting enviranment.

" Thepivating of the Wallwalker® creates a4:1 mechanical
- s adhartage by transferring Forward pressure
- into downward pressure,

REFLECTNE IABELSFOR .~
INCREASED VISIBILITY

JAXES 360° SWIVEL
HOSE CONNECTOR
The Swivel Hase Cannectar erables
the saw toworK freely through 3507

DIAMOND CHAIN

HAME COATED GUIDE BAR

of diredion in each of three axes.
This feature Keeps the water supply With Intemal Water Galleries. Available in 12" (30cm), 14" {3} and 16" (42cm)
hose out of the way and prevents
the hose from Kinking.
* FULL WRAP TEXTURED RUBBER COVERED HANDLE
RUELMIX \ The FulbA'rap Handle designallows the saw to cut in any position, even upside-town. The textured rubber on the
The 0.26 gal {1 Iiter) capacity fuel mix tanKallows for 15to 18 minutes of continuaus fulkload operation. andle provides a nonkslip surface for working inwet rescue conditions
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Available in 12" t30_4aém),

14" (36cm} and 16” (41cm) lengths.

Diamond Segment On Every Link:

* Faster Cutting- Upto )% faster than cther Diamond Chains.

* Mire Tomjue can ke placed on the chain and bar bacause the

Dimond Segmentsare closer together

* Longer life - Upto 20% more diamond surfacs ara in contact with the
concrete baing cut,

= Cuts significantly fasterwhen cutting thmugh heavy reinfomed concrete
hecause more dimonds ar in contact with the matenial baing cut.

Smoother Cutting/Less Vibration:

* More Dizmohd Segiehts - spacad chsar togethar, with smaller profiles,
imremse the dismond surface ara in confact with the materal baing cut

by 20%. Notonly ineraasas spaad and life but creates a smoothar cut
hecause of the closer spacing with adiamond segment forevery drive link.

Segment Quality:

* Unique sandwich segmentdesign maintains segment profile though
the chain's life. The sandwizh design has a hamlerouter shell that keeps
the segmant's prcfile thoughout its life and the use of asoft kond in the
center enables faster cutting, especilly in heavy steal.

* The sandwich sagment design aliows the segments towear all the way.

* Onlythe highes quality diamoncs are usad in the hond, which increasas
spaed and exends life.

Guide Bar

Flame coating creates maximum durability of the guide bar
rails for longer life and smoother operation in the harsh
environment of concrete cutting.

Seven Interior Water Galleries

Cool, dust-free cutting and bar and chain lubricating is the direct
result of the unique, interior water galleries that deliver a
constant pressurized flow of water

from inside out to keep the diamond chain cool

Special Grinding: and prevent concrete dust at the same time.
= Opeh Seymehts - Cutters Bdge CEFCOI™ sagmeants are surane

ground during produstion sothe chain cutsat full speed immediately /

cutof the bax. Otherdiamond ehains can take more than 20 minutes / \

af cutting to cpen the segments, even in abmsive mataral. — - \
Chain Structure: < -\ \/‘Z’/
= Interocking patented debris protaction rivet design and hamlened . ol N r,—;ﬁ’/

intamal sezked bushings betwaen rivet connections, the sagment "yl

links and the drive links.

= The sagrment link is vary stakle and siowsdown the ebnggtion
of the chain.

* The hamlening procass also prevents excassive guide bar wear

* A cooling port in the drive link enables batter cooling, especilly
whan the chain is run with Iow water prassure. Seven Interior

Water Galleries

GCP SealPRO® Diamond Cutting Chain

Micro-sized O-Rings create a totally sealed rivet joint to keep out sand and slurry
during concrete cutting. O-fing sealed rivet joints reduce chain stretching and tension
adjustrments by up to 50% and reduces water pressure required to 20 psit1.5 bar).
The GCP SealPRO® Diarand Chain is the hest choice for situations with

inconsistent water flow issues.

W W W T W W W - -

Diamond Segrients
Burnper Drive Link

Micro 0-Ring
Sealed Rivets

Drive Link Guide Bars:
12" {3048cm)
© 14" {3bcm) and
soalpﬁo 16" {41cm) lengths.
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Our 23-piece CE94ACRS Concrete Sawing Kit includes all of

the tools you'll need to cut concrete anywhere, using any /4" thru2-1/2' Concrete Kit Includes:

: Adapters
available water source, Hydrant Wrench /__ He.

. I

75 fr. 3/4" Hose /. ......... i ~ ' 25f.3/4" Hose + {1} Diamond Plate Aluminurn Casewith Dividers and Tray
‘ + (1) CES4CRS 127, 14" or 16" Gasoline Powered
Rugged Diamand Plate \$ Concrete Cutting Chainsaw
Aluminum Case with p 1 [ 10 Feet x " Suction + (1) MP 253 1CE-1 Water Pump
i - ;
Remavable Engineer’s Tray 1§ { Hose with Check + {1} 1% 10 ft. Suction Hose with 1" Fernale Camlock Fitting
allows the empty case ta EY Valve and Camilock and 1" Check Valve Foot Valve) attached
hecome a 65-gallon water Fitting + (1) 1 [npsh) Female x /4 (ght}* Male AdapterThread Protector
resevair.. .e_naugh fo * (1) 1° [npsh} Female x 1° (nst) Male Adapter
supply cooling and with Camlock Fitting attached
[ub”caﬂ?" to har + (1) 34" x 34" FHT Brass Hose to Hose Connector
;gd %ha’t" farfaver « (1) 34" x 75 f 250 psi Myti-flo Woven Hose
minutes o b
S + (1) 34" x 75 ft 250 psi Myti-flo Woven H

cutting time MP-2531CE-1 1) 314" x psi Myti-flo Woven Hose

+ (1) 2-1/2" Fernale x 3/4" (ght)* Male Adapter

+ (1) 1-1/2" Fernale x 3/4" (ght)* Male Adapter

+ (1) 1" Fernalex 34" (ght* Male Adapter

+ 1) HydrantWrench

+ (1) 1-14" Gallon Fuel Container (UL Approved)

+ {1} 3-Gallon Fuel Container (UL Approved) with 6ft. Fuel Line,
Primer Bulb and Quick-Connect Connectors, for up to
12 hours of Full Load Pump Operation,

Water Pump

: ¢ + {1} 8 oz. Bottle, Cutters Edge 2-Cycle Oil Mix
3-Gallon Pressurized Fuel Yl i R {Will make & Gallons of Fuel)
Container for up fo 12-hour ‘ - @, o A T £ + (1) Spray Can of Lubricant\Water Displacer
contingous pump run tme. e = :E e : +{1) Tool Kit
o CE94CRS Saw + (1) Safety Goggles
. + {1} Hearing Protectors
gif?ztg?g %e:; Zrea;,,;g 1-1/4 Gallon Fuel Container for Saw * (1) 10" x 9" Collapsible Canvas Water Container for Pump priming
Accessories *foh) Garden Hose Threzd
An IS0 9001 Certified Company ‘ o =

FIRE RESCUE SAWS
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For further info and price quote, please contact:

MDI-Canada

21 Deepalade Cr. Toronto, Ontario, M2] 2B3, Canada
Tel: 1-416-916-1558, 1-416-302-8431 Fax: 1-416-916-1666

Email; sales@mdicanada.ca, mdicanada@rogers.com
Website: www.mdicanada.ca



